
18V ONE+™Cordless Impact Driver
Starter Kit (1 x 2.0Ah)

R18ID2‐120S

*Registration required for extension from 2‐3 years. Please visit our site for full T&C's

ryobitools.eu

Impact driver ideal for fast tightening and removing of
fasteners

Powerful impact mechanism delivers up to 4x the power of a
drill

Quick load 1/4" (6.35mm) chuck

Article Number 5133004660

Battery pack capacity (Ah) 2.0

Battery type Li‐ion

Charger included? Yes

Charging time 60

Chuck capacity (mm) 6.35

EAN Code 4892210184825

Impact rate (ipm) 0‐3600

Max. torque (Nm) 200

No load speed (rpm) 0‐3200

No. of batteries supplied 1

Power 18V

Power 18V

Sound power level (Lwa)(dB(A)) 106

Sound power level uncertainty
[dB[A]] 3

Sound pressure level (Lpa)(dB(A)) 95

Sound pressure level uncertainty
[dB[A]] 3

Standard equipment 2x impact bits, 1x 3/8 inch socket
adpator

Supplied in Tool bag

Vibration screw driving [m|s²] 11

Vibration screw driving
uncertainty [m|s²] 1.5

Weight [without battery] [Kg] 1.2

Weight with battery pack (EPTA)
(kg) 1.7
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