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Manhattan HDMI Cable with Ethernet, 4K@60Hz (Premium High
Speed), 1.8m, Male to Male, Black, Equivalent to HDMM2MP
(except 20cm shorter), Ultra HD 4k x 2k, Fully Shielded, Gold
Plated Contacts, Lifetime Warranty, Polybag

Brand : Manhattan Product code: 355346

Product name : HDMI Cable with Ethernet, 4K@60Hz
(Premium High Speed), 1.8m, Male to Male, Black, Equivalent to
HDMM2MP (except 20cm shorter), Ultra HD 4k x 2k, Fully
Shielded, Gold Plated Contacts, Lifetime Warranty, Polybag

- Premium certified HDMI cable
- Supports 4K@60Hz Ultra High Definition (UHD) resolution, 3D video and Deep colour
- Supports 4:4:4 Chroma Subsampling and HDR
- Up to 18 Gbps bandwidth
- Supports HDMI Ethernet Channel (HEC)
- High-speed Ethernet, bi-directional networking up to 100 Mbps
- Supports HDMI Audio Return Channel (ARC)
- ARC to transmit TV's audio through your system; no need for additional cable
- Compliant with Premium High Speed HDMI with Ethernet specifications
- Double shielded to reduce EMI and other interference sources
- Compatible with any HDMI device, such as a Blu-ray player, game console, stereo, PC and more
- Lifetime warranty
HDMI Cable with Ethernet, 4K, Male to Male, 1.8m, Premium, 4K@60Hz UHD, HEC, ARC, 3D, 18 Gbps,
Shielded, Black

Features

Cable length * 1.8 m
Connector 1 * HDMI Type A (Standard)
Connector 2 * HDMI Type A (Standard)
Connector 1 gender * Male
Connector 2 gender * Male
Connector 1 form factor Straight
Connector 2 form factor Straight
Product colour * Black
3D
Supported graphics resolutions 3840 x 2160
Audio Return Channel (ARC)
HDMI Ethernet channel
Data transfer rate 18 Gbit/s
Bandwidth 600 MHz

Features

Maximum refresh rate 60 Hz
AWG wire size 30
Connector contacts plating * Gold
Cable jacket material Polyvinyl chloride (PVC)
Magnetically shielded
Certification ISO 9002
Quantity per pack * 1 pc(s)

Operational conditions

Operating temperature (T-T) 0 - 40 °C
Storage temperature (T-T) -20 - 60 °C
Operating relative humidity (H-H) 0 - 96%

Weight & dimensions

Weight 104 g

Logistics data

Harmonized System (HS) code 84733080
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