
FEATURES & BENEFITS

SPECIFICATIONS

FAN TRAY, 1 RU, 6 FANS, 414 CFM, 220V

IFTA6 |

Fan tray system lets you locate fans directly above vents on hot equipment to help hot air get moving in the right
direction for rack cooling systems.

Uses from 3 to 8 quiet 4” DC fans (69 CFM for each fan)
8 fan mounting positions and optional addon fans let you locate fans exactly where needed
Energysaving thermostatic control for automatic on/off as needed
Powered by a single power cord
Occupies only one rackspace
Adjustable mounting range of 18” to 32”

Locates fans directly above hot equipment to promote air flow
Tray can be adjusted on mounting rails as needed
Fans can be located in best positions for project needs
Additional fans can be added, up to a total of 8
Includes power supply and thermostatic controller
Includes six fans (69 CFM per fan)
For 220V or 230V applications

GENERAL INFO

Finish: Black Powder Coat
Component Type: Active

ASSEMBLY/INSTALLATION INFORMATION

Mounting Points: 4

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

RoHS: Yes

DIMENSIONS

Mounting Depth Max: 32
Mounting Depth Min: 18
CFM: 414
Depth (US): 18.1
Height (US): 1.75
Width (US): 19
Rack Units: 1

TECHNICAL INFORMATION

Material: Steel
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